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KES D-C643

1 Scope of Application
This standard specifies the Door Lamp SW (Glove Box Lamp Switch, Parking Lamp Switch included)
for use in automobiles. '

2 Relation with Specification
This standard describes the test method, Judgment standard and quality rank employed as a standard In
case of requiring other test method and judgment standard they shall be indicated in the spesification.
In this case, the specification shall govern.

3. Environment Condition of Test place and Test Voltage
Unless otherwise specified, the test shall be performed at normal temperature, normal humidity and

normal voltage.
However, the normal temperature and humidity are meant to be the combination of class 4 temperature

(20X 15°C), class3 humidity (65120°C) specified in KS A006 (standard condition of test place)

4. Test Item, Method, Judgement Standard and Quality Rank.
Test item, method, judgement sandard and quality rankshall be as shown in Attached Table 1.

Appendix
This standard is effective from the date of establishment and renewal.

Standard Quoted
KS A 0006 (Standard conditions of test place)
KS R 1034 (Vibration test method for automobile parts)
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Table 1 Test Item, Method, Judgement Standard and Quality Rank

Test Class- | No | Test Item Test Condition and Method | Judgement Standards
ification

4-1 | Stroke Measure whole stroke of Knob| Within the range of

instructions in specif-
cations or drawings.
(1) Manipulating direc-

Measure the play of Knob at

free condition along following} tion 0.3 mm orless

direction

(2) Rectangular direc-

tion 2 mm.or less

(1) Manipulating direction.
(2) Rectangular direction to

manipulation (measure at
foremost end of Knob).
4-3 |Manipulat- | (1) Measure required weight
' by pressing whole stroke
of Knob.
(2) Measure weight at ON,

(1) Within the range
of 0.35~1.5 kg.

(2) Within the range
- 0.1

however, the vari-

OFF to a possible extent.

Basic Function

ation after test
shall be within the
range of +40%
of the value meas-
: ured before test.
4-4 |[Knob | Mount the switch inregular | No irregularities in
Intensity : position, add 5kg of static respective part.
| 1oad to directions shown
below for 1 min at foremost
end of Knob which is in free

| condition.
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