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KES D-C647

1. Scope of Application
This standard specifies the diode consent (hereinafter referred to as the "consent™) for automobiles.

2. Relation with Specification
This standard describess the test method evaluation standard and quality rank employed as a standard.
In case of requiring other test method, evaluation standard, quality rank, they shall be indicated in the
specification. In such cases, the specification shall govemn.

3. Environment Condition of Test Place and Test Voltage
(1) Guarantee range
o Guarantee performance range: Guarantee performance range shall mean the range within which

the consent satisfies required performances.

o Guarantee operation range: Guaranteed operation range shall mean the range within which the
operation of the consent can be guaranteed.

o Guarantee sustenance range: Guaranteed sustenance range shall mean the range within which the
consent shall not subject to the defects such as damages, deformation, discoloration etc. simply

because of being left alone.
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(2) Unless otherwise specified, the tests shall be carried out at normal temperature, normal humidity
and with rated voltage. The normal temperature and normal humidity are meant to be of class 4
temperature grade 4 (20115°C) and class 3 humidity (65120%) specified in KS A 0006 (Standard
Atmospheric Condition for Testing). The details of any operation requirements for the tests
described below shall be indicated in the specification.

4. Test Item, Method, Evaluation Standard and Quality Rank
The test item, method, evaluation standard and quality rank shall be a shown in Attached Table 1

Standard Quoted
KS A 0006 (Standard atmospheric conditions for testing)
KS R 1034 (Vibration testing methods for automobile parts)
KS C 8305 (Circuits (AC 600V and below) plugs and receptacles for domestic and similar
general use])
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