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KES D-C650

1. Scope of Application
This standard specifies the lamp checker used for automobile stop lamp, trail lamp

2. Relation with specification
This standard describes test method and judgment standard employed as a standard. In t case of
reguiring other method, it shall be indicated in specifications.

3. Environment Condition of Test Place and Test Voltage
Environment temperature shall be 24 +5°C (75+10° F) and test voltage shall be normal voltage
Unless otherwise specified, test shall be performed at ()normal temperature, normal humidity and (2)
standard test voltage
Note (1) Normal temperature and normal humidity refer to class 4femperature (202 15°C) and class 3
humiclity (6520 %) specified in KS A 0006 (Standard atmospheric conditions for testings)
(2) standarcl test voltage refers to 12.8V for 12V system and 25.6V for 24V system
3.1 The others

15(28)

Voltage

8(16)

40 -25 +70 +80

Atmosphere Temperature
(1) Ratecl voltage : 12V (24V)

(2) Performance gurantee range shall be in accordance with above figure
(3) Sustenance temperature range: -40°C , +80°C.
(4) Installation location: Interior of car

3.2 Other conditions
(1) Circuit diagram
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4. Test Item, Method, Judgment Standard and Quality Rank
The test item, method, judgment standard and quality rank shall be as shown in Attached Table 1.

Appendix
This standard is effective from the date of establisrment and revision

Standard Quoted
KS A 0006 (Standard atmospheric conditions for testings)

KSR 1034 (Vibration tests method for automobile parts)
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