Chime Warning Unit

Contents

1. Scope of Application
2. Relation with Specification

3. Environment Condition of Test
Place and Test Voltage

4. Test Item, Method, Judgment
Standard and Quality Rank

Appendix

KES

KES D-C652


http://www.avadocuments.com/doc/kia-kes-d-c652-0
http://www.avadocuments.com/doc/kia-kes-d-c652-0

KES D-C652

1. Scope of Application
This standard specifies the chime warning unit for automobile.

2. Relation with Specification
This standard describes the test method, judgment standard, quality rank employed as a standard. In

case of requiring other test method, judgment standard, they shall be indicated in the specification. In
this case, the specification shall govern.

3. Environment Condition of Test Place and Test Voltage.
Ambient temperature shall be 24 +5°C(75X£10° F) and test voltage shall be normal test voltage.
Unless otherwise specified, the test shall be performed at (1) normal temperature, normal humidity and

(2) standard test voltage.
Note (1) Normal temperature, normal humidity refer to class 4 temperature(20+15°C), class 3
humidity (6520%) specified in KS A 0006(Standard state of test place).
(2) Standard test voltage is meant to be 12.8V. |

(1) Other conditions
For those which require action during each test, indicate it in specification and the test is carried out
by connecting them to each sensor in safty panel. However, switch shall take the place of Sensor
after consulting with design department.

4. Test Item, Method, Judgment Standard Quality Rank _
Test item, method, judgment standard and quality rank shall be as shown in Attached Table 1.

Appendix
This standard is effective from the date of establishment and revision.

Standard Quotéd
KS A 0006 (Standard atmospheric conditions for testings)
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Attached Table 1

Test Item, Method, Judgment Standard, and Quality Rank

m Condition and Method

135V at normal temperature

0 Perform the test under all conditions of

melody. Power supply voltage 10-15V.
(1) Perform at normal temperature.
(2) Perform immediately after leaving it
at +70°C for 3Hr.
- (3) Perform immediately after leaving it
at -10°C for 3Hr.
Normal temperature, power supply

3 Output
Level voltage

Voltage

Fluctuation

217

Judgment Standard

0 Not harsh to the ear,

nor splitting sound.

ALT-L Terminal
3V or more
ACC,ON,8*1V

0 No malfunction

o Nothing wrong with
physical appearance and

function, satisfaction

to the performance

after test.

o Warmning sound pressure
during driving
55 dB(A) or more
70 dB(A) or less

o Waming sound pressure
during standstill

* During engine revolution
55 dB(A) or more
65 dB(A) or less

* During engine standstill
50 dB(A) or more
65 dB(A) or less
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