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1. Purpose
This standard aims at securing the proper quality by standardizing specifications.
Remark : This standard and a drawing communicate together our requirements.

2. Scope of Application
This standard specifies A pillar trim (injection molding type) for automobiles (hereinafter
referred to as the "A pillar trim”).

3. Report of Evaluation Result
The quality evaluation results at each stage from development to mass production shall be

submitted to Kia according to the Appendix.

4. Definition of Terminology
(1) Cut parts of gates
To make injection molding parts, a gate for resin is needed. The cutt part of a gate
means the part which is left after cutting a gate.
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(2) Surface color
The section for evaluating the surface color shall be indicated on the specification
drawings. The surface color means the color of painting, coating material, or corrosion
indicated on the specification drawings.

(3) Parting Line
The parting line of injection molding indicated in the evaluation section of the surface
color.

(4) Appended fastener sheet or appended positioning pin
fastener sheets or positioning pins manufactured as separate parts to improve the
workability and adhension of the body, which are fixed by adhesive or welding not to
be removed.
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(5) Insulator
Soft materals like felt, bubble urethane etc. that are fixed to the back side or surface

of A pillar trim to absorb or prevent noise.

5. Specifications Indicated in Drawings
(1) Requirement code of KES D-GO0008 (ex.: Hs-04 A2 B2, etc.)
(2) Explanation drawing for “Vehicle Mounted Condition”
(3) Range indication drawing of “Evaluation section of surface color” of KES D-G008

(4) Measuring places of all the tests specified as “Shall be indicated on the drawings’ in
KES D-GO08

(5) Color of parts

(6) Types, range, and depth of crimp

6. Evaluation Standard
The evaluation standard of A pillar trim shall conform to Table 1.

Remark 1. The way of reading evaluation items and methods in Table 1 shall conform to

the following example.

Evaluation Item ' Evaluation
Method

Vibration First evaluation 7.5.1 First evaluation
resistance method
et Second evaluation - _
Dura- - Operating force (Evaluation item «7.3.1 Second evaluation
bility of slider tested after me thod
- e e e - evaluating the e —
-+« Noise vibration resistance)|--7.3.7 Third evaluation

method
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Third evaluation
(Evaluation item
tested after
evaluating the
operating force)

2. The quality rank shall be represented by A, AR, B or C.
The definition shall conform to KMS Q410001 (Determination and Procedure

of Quality Ranking).
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Evaluation Item

Welding mark, flash

Table 1

Evaluation Standard

KIS D-C802

Qualit;_] Evaluation

To conform tb the

acceptance sample

Flow mrak

SinkK mark

Indentation of surface

ChalKing of punching

Surface color

Crimp or luster
of crimp

To conform to the acceptance sample

To conform to the acceptance sample

To conform to the acceptance sample

To conform to the acceptance sample

O0.3mm or less

Rank Method
B Visual
inspection
B Visual
inspection
B Visual
inspection
B Visual
inspection

0.5mm or less at the parting line

To satisfy the color indicated on
specification drawings.

To conform to the color, crimp
standard plate, or acceptance
sample provided by Kia

To satisfy the types, range and
depth of the crimps indicated in
the specification drawings.

To conform to the color, crimp
standard plate, or limited sample
provided by Kia

Visual
inspection

B

B KS A 0065

B Visual
inspection
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