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KES D-D002A

1. Scope of Application
This standard shall specify cloth adhesive tape applied for wires for automobile and the

purpose of this standard is to protect and improve noise, vibration and appearance occurred by shake of
wires.

2. Material and Processing Method
Tape shall be applied adhesive equally on one side of cloth made of synthetic fiber, which

is made from resin.

3. Color of Tape

In principle, color of tape is black.

4. Appearance
Appearance shall be as follows.
(1)No hooking, flaw and smearing adhesive found.
(2) Cutting side shall be horizontal and no protrusion found

5. Quality

In order to satisfy adhesive condition, noise, vibration appearance, cloth meets the following
requirement. Table 1 is adhesive condition for tape.

Table 1
Breaking Strength(25mm Above 12N/25mm ]
Shearing Early Stage bove 20N/cnf _
Strength(10mm) | Aging(heat) bove 20N/cxf -

bove 12N/25mm
bove 0.5N/25mm

Peeling-off

80° Peel-off: mating
Strength(25mm) | High Temp.

late(painted steel

P

I

Aging(humidity) olate
5C ~ 28°C(3 months)
Storage Stabil Nomalfunction |
Toxin Notoxn |
Holding Strength ‘Below3Omm |
Heat Resistance Above 8OC_ |
Smell Above3drdclass |
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