KES D-G003

1. Scope of Application
This standard specifies the brake lining (hereinafter referred to as the brake lining) for automobiles.
Remark: In this standard, the unit and the values identified by () shall conform to Intemnational unit
(SI) and shall be used as a reference.

2. Kind
Brake lining shall be classified as follows according to its properties and usage.
2.1 Classification by properties
(1) Class 1: Soft (Ordinary or equivalent)
(2) Class 2: Semi-hard (Soft mold or equivalent)
(3) Class 3: Hard (Mold, specially processed  semi-mold, metal or equivalent)
2.2 Classification by usage.
(1) No 1-A: For extra light load (mainly used for center-brake)
(2) No 1-B: For extra light load (mainly used for parking brakes (including tthose for disc brakes))
(3) No 2: For light loads (mainly for passenger cars)
(4) No 3: For moderate loads (mainly for small trucks)
(5) No 4-A: For heavy loads (mainly for large trucks)
(6) No 4-B: For heavy loads (mainly for disc brakes)

3. Performance
3.1 Friction Performance
Friction coefficient and its allowance, wear rate are as follows.
There shall no such harmful defects as flaws or blisters on the friction surface of the disc and test
piece.
(1) Friction coefficients shall be as shown in Table 1
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(2) Allowances for designated friction coefficients shall be as shown in Table 2. (

Table 2

(3) Wear rates shall be as shown in Table 3.

Table 3
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By Temperature of disc frictional surface
By usage
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Table 7. Brake drum inner diameter and lining width (Reference)

Unit: mm
Inner Diame-
ter of Rake Lining Width
Drum |
100 20 22 25
105 20 22 25 28
112 20 22 25 28
116 20 22 25 28 32
125 20 22 25 28 32
132 20 22 25 28 32 35
140 20 22 25 28 32 35
150 22 25 23 32 35 40
160 22 25 28 32 35 40
170 25 28 32 35 40 45
180 25 28 32 35 40 45
190 28 32 35 40 45 50
200 28 32 35 40 45 S0
212 32 35 40 45 S0 56
224 32 35 40 45 30 56
236 35 40 435 50 56 63
250 35 40 45 50 56 63
265 40 45 S0 56 63 71
280 40 45 50 56 63 71
300 45 50 56 63 71 80
315 45 50 56 63 71 80
335 50 56 63 71 80 90
355 30 56 63 71 80 90
375 56 63 71 80 90 100
400 56 63 71 80 90 100 112 125 140
425 63 71 80 90 100 112 125 140 160
450 63 71 30 90 100 112 125 140 160
475 71 80 90 100 112 125 140 160 180
500 80 90 100 112 125 140 160 180 200

Remark: The dimensions of the brake drum inner diameter are in accordance with the basic series of the
standard number
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