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1. Scope of Application

This standard specifies the sealers coated to the threaded portion of the stud, the bolt , the screw and the
screw plug for preventing leakage of water and oil from a threaded portion and regulates its coating
conditon (hereinafter reffered to as "sealing coat").

2. Material for Sealing Coat
Materials for sealing coat and its quality shall conform to Table 1.

Table 1

T
m Sealer No.10 | Maker's product name (3 pounds)

Silicon Highly polymerized compound
il sl

Water-resistance

-5-0 |

Gasoline -30-0M) Testing method shall Conform to JIS K 6820,4
|

Engine oil-
|

Gear oil ; -5-5
e |

Brake 0il
-resistance
Corrosion resistance

i
Note(1) This values shall not be applied in case of gasoline resistance and light oil resistance.

3. Application Standard
The application condition, thickness and range of sealing coat shall conform to Table 2.
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Table 2

tem

Pressure resistance J or less (metric thread)| Testing method shall conform to JIS 6820,

Screwing torque 20 or less Maximum screwing torque within coating

Keeping stability = | No defects within No defects suchas degeneration hardening,
crack, fading, etc.

Coat | Metric 0.25 - 0.35

thickess | thread 1.25, 1.5 0.3-04 "~ . Coat thickness:
pitch 1.75, 2 0.35-045 g . _ ‘ _dj?dZ_
/..- ‘. _./_.-__.

e Al1=2d 1P
e For f <2d + 5,
e A1=(£-5 1P

Remarks 1. Other coat thickess and
coating range not specified in
this standard can be indicate
specially if it is required.

Coating
range

2. The shape of plug and so forth
shall conform to following

A3 =QZ for PT3/8 A= B/2+gp
or less
. A3=Q: for PT1/2

Or more d : Nominal diameter

of thread
P : Thread pitch

4. Physical Appearance

The sealing-coated surface shall be evenly smooth and shall have no such harmful defects to use as
swelling up, blowholes, flaws, cracks, beads, etc.
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