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Standard Parts KES E-AQ20

KES Cross Recessed Tapping Screw

1.

(Whitworth Screw Thread) General

Scope of Application

This standard specifies the cross recessed tapping screws (whitworth screw thread) (hereinafter
referred to as "tapping screw").

. Type

The type of the tapping screw shall conform to following Table and the B type screw shall not be
used 1f possible.

Division by shape of thread Division by shape of head

Ctype No.6 tapping screw (cross-recess round dish head)
No.7 tapping screw (cross-recess round head)
No.8 tapping screw (cross-recess truss head)

. Material

The standard material of the tapping screw shall be of class 4 in KES B-B0O05 (Low carbon steel
wire rods)

. Physical Appearance

The surface of the tapping screw shall not have such harmful defects to use as cracks,flaws, change
in shape,extension,etc.

. Thread

The shape and dimensions of thread for the tapping screw shall conform to the Attached Table.

. Shape, Dimension and Tolerance

6.1 The shape and dimensions of the head of the tapping screw shall conform to the screw
specification (cross-recessed).
6.2 The dimension and its tolerance of the tapping screw shall conform to Aattached Table.
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Standard Parts KES E-A020

Cross Recessed Tapping Screw
(Whitworth Screw Thread)

General

7. Heat Treatment
The surface of the tapping screw shall be quenched to 0.1-0.25mm in depth.

g. Hardness and Strength

3.1 As for the surface hardess of the tapping screw,when scratching the surface of the tapping
screw, it shall not be marked.

8.2 The tensile strength of the tapping screw thread shall be 50kg/mm? or more.

9. Inspection

The 1nspection of the tapping screw shall be carried out for physical appearance,shape,dimensions
and strength.

10.Surface Treatment

The surface of the tapping screw shall be coated with zinc unless otherwise specified and in case of
other coating it shall conform to this standard.

11.Size Number
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