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. Scope of Application

This standard specifies the domed cap nut and domed cap nut with {lange for automobiles (hereinafter
referred to as the "nut").

Note: The hexagonal part and cap of the nut are welded together,

. Purpose
This standard aims at giving commonncss to nut and at sccuring the proper quality.

. Effective Date of Changed Part Number

The type number established newly, 99932 and 9Y210 shall be indicated in drawings from June, 1987.
New part No. Old part No.

99932 0600B — H260 56 §24A

9Y210 0800B — JFO1 13 148

. Type Number
4.1 Structure of type Number: The structure of type number of the nut shall conform to Fig. 1.

Fig. 1 Structure of type number

Type No. -——[——-I Base type No. :]

Additional No.

4.2 Base type number: The base type number shall be in accordance with the strength division and the
shape, as shown in Table 1.
4.3 Derivative type number: The derivative type number consists of the brief number and the additional
number, as mentioned in KES A-A006. (Refer to 15. Structure of Part Number.)
4.3.1 Brief number: The brief number is the shortening of the base type number to 3 figures.
The combination with the base type number is shown in Table 1.
4.3.2 Additional number: The additional number is used when the surface treatment except one

mentioned in 10.1 Standard surface treatment is required. The structure of the additional
number shall conform to KES A-A006.
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