Standard Parts KES E-B0O0S

Pal Nuts(Whitworth coarse screw threads) 9 9138

KES

Pal Nuts (Whitworth coarse screw threads)

Type No. 99139

Unit; mm
2000 3000 3500 3000
Nominal diameter 1/4 (6.35)
of mated thread

o
-

Threads per 1 pitch

16 14 12

Basic size 04 I 0.5 0.5 0.5 O.ES

Olerance +0.05

i

1/4


http://www.avadocuments.com/doc/kia-kes-e-b009-0
http://www.avadocuments.com/doc/kia-kes-e-b009-0

Standard Parts KES E-BQ0OO0S

Pal Nuts(Unified Fine screw threads)

KES

9914389

Remarks 1. The material for the pal nut shall be of SKS as a rule and the hardness of the pal nut shall
be of Hr C 36-44.

2. The physical appearance of the pal nut shall have no harmful defects to use such as flaws,
deformation, ctc.
3. Screw the pal nut with hand until it gets contacted with the under nut and then, screw it

more 1/4-1/2 of circumference approximately, with wrentch. However, there shall not be
permanent sets on the panel.

4. The surface treatment of the nut shall be performed with MHZ-T1-W (ZMC 2-B) and
after coating, it shall be treated with the process to remove brittlement.

Composition of part number

Type number Siz¢ number

Example of part number

Bolt

’ / Pal Nut

Under Nut

Mating Nut
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