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Standard Parts KES E-B010

Pal Nuts 09913
9 9 9 33
1. Scope of Application

This standard specifies the pal nuts used as rock nut and for general tightening (hereinafter referred

to as "nut").

2. Type
The type of nut shall be as shown in Table 1 according to the type of nut threads.

Table 1

Type of nut thread Type

Metric coarse screw threads | 99913 | Nominal desi gnation of thread, M8 or less
99933 1 Nominal designation of thread, M10 or less

Type 2 Pal nut Metric fine screw threads

3. Material
The material for nut shall be of SK5 in JIS G 3311 (Cold rolled spcial steel strips).

4. Shape and Dimension
The shape and dimension of nut shall conform to the Attatched Tablc.

>. Physical Appearance
The surface of nut shall be smooth and shall have no defects harmul to use such as cracks, rust,
extension, crush, etc.

6. Hardness
The hardness of nut shall be HrC 39 to 47 or other hardness equivalent to this.

7. Surface Treatment
The surface treatment of nut shall be performed with MFZnT1 - C (ZMC?2) and after plating, it shall
be treated with the process to remove brittlement.

8. Inspection

The inspection of nut shall be performed for shape, dimensions, physical appearance and hardness
and the results shall satisfy 3 to 8.
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