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KES E-CO08A

I. Scope of Application
This standard specifies plain washers for tightening automotive bolts and nuts (heremnafier referred 1o as

the "washer").

2. Type

The washer shall be divided into 3 types as shown in Table 1.

Table 1

Type Typc No. Applicable Standard

Thick 9995 | For places where specially

strong tightening is required.

Washer Middle QOGS
Thin 900573

For gencral bolt, screw and nut.

For rubber and synthetic resin.

3. Material
Materials for washers shall be SPCC specified in *!1KS D 3512 (Cold Rolled Carbon Steel Sheets and

strip) or SPHC in *2KS D 3501 (Hot-rolled Mild Steel Plates, Sheets and Strip).
*IJISG 3141 *2JIS G 3131

4. Shape and Dimensions

Shape and dimensions of the washer shall conform to the Attached Table.

5. External Appearance

The washer shall be free from defects harmful to use such as cracks, flaws, burrs, rust, ctc.

6. Surface Treatment
MFZn T1-C specificd in KES C-F002 (Plating) shall be appliced to the washer.

7. Inspection

The washer shall be inspected with regard 1o 3 to 6 and the results shall meet each requirement.

8. Structure of Part Number

The part number of the washer shall be composcd of the type number and the size number.

Example: Middle plain washer Nominal diameter 6
99952 0600
(Type%num ber) (Siz¢ number)
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