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Thrust Lock Washer 3996 4

1. Scope of Application
This standard specifies the thrust rock washers used for the sprined shaft of automobiles (hereinafter

referred to as "washer" ).

2. Material
The material for the washer shall be of SS 34 P in KS D 3503 (Shapes and dimensions of corrugated

stee]l sheets) and SAPH 32 in KS D 3519 (Hot- rolled steel plates, sheets and strip for automobile
structual uses). |

3. Shape and Dimension
The shape and dimensions of the washer shall conform to as indicated in the Attached Table.

4. Physical Appearance and Finishing Condition
The surface of the washer shall not have such harmful defects to use as cracks burr, flaw, etc. And
surface toughness of the bearing surface shall be of 6S.

. Heat Treatment and Hardness

N

As for the heat treatment of the washer, the washer shall be quenched 1n the full-face carbomization
and after that, the hardness of the washer shall be of Hv 600 or more (HRC 55 or more)

6. Inspection
The inspection of the washer shall be performed for shape, dimension, physical appearance and
hardness, and the result thereof shall sausty, the requirement of 2 to 5.

7. Composition of Part Number
The part number of the washer shall consist of the type number and the size number.

Example: Thrust washer =~ Nomminal diameter Outside diameter of 30
99964 2330
(Type number) (Size number)

1/2


http://www.avadocuments.com/doc/kia-kes-e-c011-1987
http://www.avadocuments.com/doc/kia-kes-e-c011-1987

