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I. Scope of Application

This standard specifies finishing washers (hereinafier referred to as the “washer”) 1o be used with flat

hcad machine screws, oval countersunk head machine screws, flat hcad tapping screws and oval

KES E-CO13A

countersunk head tapping screws for automobile interiors.

(as lcathe, pad and trim)

b

. Purpose

This standard aims at the parts commonization and at the security of the proper quality of the washer.

3. Type

T'he washers are classified into two types of Table 1.

Table 1

Type |Type Number

HHustiration

Usage (Reference)

Type 1 99967

For protecting fastening materials
(For lecather and pads)

1

| Type 2 99968

l . el — — il L.ll-I

tor general usage (For trim)

4. Shape and Dimensions

Shape and dimensions of the washer shall conform to the Attached Tables,

tn

. Appearance

The washer shall be free from crack, flaw, burr, wrinkle, distorsion, decoloration and all other defects

that might affect its use.

6. Material

The material for the washer shall conform to Table 2.

e —— i — e ————

Table 2

Type |[Type Number

!

Material

Apphcable Standard

Type 1 99967

P-AM(Nylon 6) *

Type2. | 99968

_m——._

SPCC

*ITKS D 3512
(Cold Roll Stecl Plate and Steel Strip)

¥1 JIS G 3141

* The performance of the material shall conform (o the following.
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