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Rivets (for Frame) 993250

Scope of Application

This standard specifies the round-head rivets for frames of automobiles (Hereinafter referred to as

‘rivet').

Yaterial

The material of the mrivet shall be of SM12C specified in KS D 3752 (Carbon steel for machine
producted structural use).
Remark: The rivet shall be producted by cold rolling and further annealed, and its hardness shall be

of HgB to 70 as a rule. Also, the mechanical properties of the nivet shall satisfy the
specification of item 3.

. Shape and Dimensions

The shape and dimensions of the rivet shall conform to as indicated in Attached Table.

. Physical Appearance

The surface of the rivet shall be evenly smoocth and free from such as crack, flaw, burr, strairung,
exfoliation, etc.

. Mechanical Properties

(1) Although the rivet head was hitted like Figure 1 at normal temperature until its length was 2.5
ume as large as nominal diameter, there shail be no cracks on the end of the rivet head.

(2) Although the rivet body was bereded angle, 180 like Figure Z at normal temp. there shall be no
cracks and flaws on the outside of the rivet body.

(3) Although the rivet was inserted in the hold of the surface with inclination of 30° and the nivet

head was hitted to be flat like Figure 3 at normal temperature, there shall be no breakages,
cracks and flaws on the rivet.
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