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L. Scope of Application
This standard specifics the rivets used for automobiles (heremalter referred o as the "rivet”),

Remark: Rivet shall means the one which head is formed by cold plastic working.

i

. Type

The Type of rivel shall be 4 kinds as shown in Table I, according to the hicad shape and miaterial,

Tuable 1

m Division of Material Type Number

Round (head) Steel
Aluminum
countersunk (head) Steel
Aluminum 90256

3. Materia]

The matcrial of rivet shall be as shown in Table 2.

Table 2
Division Materiral
SWCH I0R in *1KS D 3697
Aluminum rivet ATOS0W in *2KS D 6763

*1JIS G 3539 *2JIS H 4040
Remark: The wire diameters of materials used for rivel shall be as shown i following table.

Unit: mm

i
3 3. 3 8 1O ;

6 S 3
0.03 +0.04 | +0.05

Wire

Diameter

S_l:mdurd

Diamecter
Tolerance

4. Shape and Dimensions

Ty s T

LA Wl F 3

The shape and Dimensions of rivet shall be as shown i Table 3.
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Table 3

Shape & Diracnsions

Type Number
99251
992354

99252

Attached Table |
Attached Table 2

Aittached Table 3
Attached Table 4

5. Appearance
The surface of rivet shall be smooth without any adverse defect to use such as crack, flaw, rusi and the
like.

6. Mechanical Property
The mechanical property of rivet shall be tested according 1o following (1) ~ (3).
(1) When rivet head is crushed. in normal lcmperature, unti! s diamneter becomes 2.5 times of nominal
diameter, no crack shall occur on the end part.
(2)  When the straight part of rivet is bent 180 degrees, in normal temperature to contuct closely as
shown in Fig. 2, no crack and flaw shall occur on the outside.

(3) When rivet is inserted in a hole which seat surface 1s inclined 30 degrees as shown in Fig. 3, and the

head is deformed, in normal temperature, to contact the seat surface of rivel onto mchined suriacee,

the rivet shall nol be broken and no crack and crazing shall occur on it

Fig. 1 Fig. 2 1. 3
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7. Inspection

Rivet shall be inspected about 3. ~ 6. and conform 10 every standard.
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