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Standard Parts KES E-DOQOOS

Plastic Rivets

1. Scope of Application

This standard specifies the plastic nivets mainly used in fixing the panels, the tnms, etc. of
automobiles (Hereinafter referred 10 as "Rivet”).

Remark: This rivet has an advantage of easy inserting with only one face of nvet compressed.

2. Material
The matenial of the rivet shall be of P-ET-AB7 (Polyethylene rosin).

3. Shape and Dimensions
The shape and dimensions of the nvet shall conform to as indicated in Attached Table.

4. Quality
(1) General Condition
The thickness of the nivet shall be evenly uniform and the nvet shall have well flexibility, and

there shall have no harmful defects to use such as cracks, bubbles, flaws, deviation of shape,
etc. an the surface of the rivet.

(2) Matenal

The matenal for nvet shall be tested according to testing method of plastic matenials and the

results shall satisfy the specifications of the basic and other performance of plastic matenials.
(3) Performance '

As for the performance of the rivet, keeping force (removal force) and inserting force shall

meet requirements.

Also, as for testing condition, water absorption shall be of standard moisture content condition
at normal temperature.

5. Inspection

The inspection of the rivet shal: be performed for item 2 to 4 and the result shall satisfy each
requirement.

6. Composition of Part Number
The part number of the rivet shall consist of the kind number, the size number and the color svmbol.

Example: Rivet sNominal designagon of 6-11 (tightening range 3 to 11) Black
$9263 Ce0l B
(Type number) (Size number (1)) (Color symbol)
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