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E Standard Parts KES E-D007

1. Scope of Application
This standard specifies the trim clips used in fixing the trims for the doors of automobiles
(Hereinafter referred to as “clip®).

2. Quality

(1) Physical appearance
The clip shall have no such harmful defects to use as flaws, change in color, burrs, welding
marks, deviation in shape, mixing with aliene substances, etc.
(2) Performance
The performance of product clip shall satisfy the requirements of Tabie 1.

Table 1

m

Although the rivet was heated for 90°C x 48hr and then retained for 1hr at
normal temp., the removal force of the rivet shall satisfy its specification.
Although the rivet was colded for -40°C x 48hr and then retained for 1hr at
ance normal temp., the removal force of the rivet shall satisfy its specification.
Heat resist- Although the rivet was subjected to heat treatment of 4 cycles, where,
ance 1 cycle consists of 80°C x 4hr normal temp. x 0.5hr 40°C x 4hr normal
emp. x 15.5hr, the removal force of the rivet shall satisfy its apecification.
Chemical Although the rivet was soaked in following chemical fluids
fluid and retained for S hr, the rivet shall have no melting,
resistance expansion and cracks detrimental to use and its removal force shall
satisfy value specified.
Brake fluid: Type 2 No. 2 in KS M 2141 (Non-petroleum base motor
vehicle brake fluid)
Gasoline for fuel: Fuel B in KS M 6518 (Physical testing methods for
vulcanized rubber)
Lubncaungﬂmd No.3inKS M 6518
Anti g fluid: KS M 2142 (Engine contifreeze coolants)

3. Shape and Dimension
The shape and dimensions of clip shall conform o as specified in Attached Table 1 and 2.
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4. Material

the requirements in Attached Table | and 2.
Figure. Testing method of clip

6. Inspection

The inspection of clip shall be performed for item 2 to S and its results shall satisfy each
fequirements.

7. Composition of Part Number
Part number of clip shall consist of type number and size number.

Example: Trm clip, Type | nominal designation of 8-2.8
99274 0821
(Type No.) (Size No.) (1)
Note('): The size number shall be composed such as following.
XX X X

(Hole dia. of clip) (Thuckness of clip)  (Shape)
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