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1. Scope of Application
—— This standard specifies in resin fastener (Herein after 'fastener’)using for fixed a

top ceiling and trimming of vehicle.

2. Purpose
This standard shall be for the purpose of assuring for proper quality and common use

of parts.

3. Type Number
A type number of fastener shall be 99249.

4. Quality
4] Performance
Fastener shall be tested by 7.2~7.5 and applied to the condition of the table 1.

&'9 Table 1

Item Performance Test method
Force ff‘;;;i:mbh“g 784N(Bkef} or less 7.2
Holding ability 78.4N{8kgf} or more 73
Heat resistance | a
Cold resistance 29.4N{3kgf} or more 74

Temp cycle resistance

(1) Free from harmful swelling, crack, meliing

. ) using
Ch | t 75
emical resistance |,y .1 pe satisfied a holding ability of
minimum  78.4N{8kgf)
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4.2 Appearance .
i
Lot

The surface of fastener shall be free from a burrs, flow, discolor, welding marks,

mixing of foreign material and so no. for using.

5. Shape and Dimension

A shape and dimension of fastener shall conform to the attached table.

6. Material

A material of fastener shall be P-AM ( Polyamide ).

7. Test Method
7.1 General evaluation condition
(1) Standard temp condition of laboratory
The standard temp condition of laboratory shall be class 3 (23%5%) of standard @
temp, class 3 (50 *20% ) of standard humidity specified in JIS K 7100,
(2) Condition of test fasteper
The test fastener passed for 24 hrs after rhanufactun'ng is left for 4 hrs or more
at the condition of standard temp before test.
(3) Test steel
Test steel(Herein after ’steel’) shallﬂﬁé SPCC of KS D 3512 and shape and
dimension conform to the figure 1 and table 2.
A hole shall be processed by press, completed by painting fitm and a thickness of

paint film shali be 0.05n or more.
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