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KES E-EQ03A

1. Scope of Application

This standard specifies dowel pins to be used to locate the automotive parts (hereinafter reffered to as
the “pin”).

2. Purpose
This standard aims at parts commonization of the pin and at securing proper quality.

3. Type Number
The type number of the pin shall be 99233,

4. Hardness
Hardness of the pin shall be of Brinell Hardness Number HB131-272.

S. Shape and Dimension
The shape and dimension of the pin shall conform to Attached Table.

6. Appearance and Fineness of Finish

The pin shall be free from defects, such as cracks, rust, burrs, etc. that is detrimental 10 usage, and the

surface roughness of the column shall be 1.6 a given in *IKSB 016 |
*1JIS B 0601.

7. Material
The material for the pin shall, as a rule, conform to SS41B-D of KES B-B027.

8. Surface Treatment
No surface treatment shall be applied to the pin.

9. Inspection

The pin shall be inspected on shape, dimensions, extemal appearance, fineness of finish, etc. and shall
conform to the specification of item 4 through 8.

10. Alteration of Specification

The pin specification may be altered only after the revision of this standard.
Thus standard is revised following the specified proceedings and according to the KMS Proposal
System.

11. Part Name
Part name of the pin o be recorded in the drawing or other documents shall be PIN-DOWEL.
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