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KES E-EQ06A

1. Scope of Application
This standand specifics taper pins 1o be used for positioning automotive parts (hereinafter referned © as
the ° pin°).

2. Purpose
This standard aims at part commonization of the pin and at sccunng the proper quality.

3. Type number
The type numbcer of the pin shall be 99226.

4. Hardness
The hardness of the pin shall be of HRC23-33.

5. Shape and Dimensions
Shape and dimensions of the pin shall conform to Attached Table.

6. Appearance

The pinsappearance shall be free from quench crack, burr and such defects as flaw, gauge and rust that
might affect its use and serviceability.

*1 JIS G 4051

8. Surface Treatment
The pin shall have no surface treatment. However, rust preventive oil shall be applied.

9. Inspection

9.1 Inspection of hardness : The hardness of the ptn shall be inspected according 10 the test method in
*! KS B 0806 (Mcthod of Rockwell and Rockwell Superficial Hardness Test).
Hardness of the pin’ s end and taper portion shall meet the requirement of 4.

9.2 Inspection of shape and dimension : The shape and dimensions of the pin shall be Inspected by
direct measurenient or using limit gaugce and they shall meet the requirement of §.

9.3 Inspection of appearance : The appearance of the pin shall be inspected visually and it shall meet
the requirement of 6. However, surface roughness of the taper pontion shall be tested according (0

Lhe test method of *2 KS B 0239 (Mcthod of Verification for Size and Geometry of Threaded
Fasicners).

*VJISZ 2245 *2JISB 1071
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