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. Scope of Application

KES E-E012A

This standand specifics snap pins (hereinafter refermed 10 as *pin® ) for agtomaobiles,

Note : The pin dosc not require daccuracy of pin hole processing and is casier (0 insent ad remove than

the split pin, therefore using the pin will make engineerning and asscbling simple.

. Type Number

Type number of the pin shall be 99220

. Performance

The pin shall fit into applicable pin hole properly without breakage or dropping -off.

. Shape and Dimensions

Shape and dimensions of the pin shall be as specificd in Attached Table.,

. Appearance

The pin shall be smooth in dppearance and free from such defects as rust, Naw, burr, defonnation ete.

that might afTect its use.

. Material

Matcrial of the pin shall be SWC spothicd in ¢P KS D 3510

*! JIS G 3521

. Surface Treatment

Surface treatment of the ptn shall be MFZnT:-C specificd in KES C-FOO2.

Alter plating, the treatment to remove he brittiencess shall be applicd to the pin.

. Inspection

9.1 Inspection of performance : The perfomance

of the pin shall be inspected visually by insening the

pin into the applicable pin hole and the result shall meet the stundard of ltem 4.
9.2 Inspection of shape and dimensions : The shape and the dimensions of tie pin shall be inspected by
direct measurement, and the result shall meet the standard of Item §.

9.3 Inspection of appearance : The appearance of

mcet the standard of licm 6

the pin shall be inspected visually and the result shall

/3


http://www.avadocuments.com/doc/kia-kes-e-e012-0
http://www.avadocuments.com/doc/kia-kes-e-e012-0

