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1. Scope of Application

This standand specifics snap retainers for automobiles (hereinafier referred 10 as the  retainer ).
Remark : The retainer dose not require being positioned as accurate as the locking nngs of type C, E

and U. And the retainer is easier to insent and remove. therefore using the retainer makes
engincering and assembling simple.

2. Purpose
This standard aims at the parts commonization of the retainer and sccuring the proper quality.

3. Type Number
The type number of the retainer shall be 99570

4. Performance

The retainer shall fit into the applicable shaft groove

(part d,) properly without breakage or dropping -
off.

5. Shape and Dimensions

The shape and dimensions of the retainer shall conform to the Attached Table.

6. External Appearance

The surface of the retainer shall be smooth and free from such defects as rust, cracks, burrs and strain
that might affect its use.

7. Material

The material of the retainer shall be SWC specified in *! KS D 3510.
*LJIS G 3512

8. Surface Treatment

The surface treatment of the retainer shall be MFZnT, - C specified in KES C-F002. After plaung, the
trcatment to remove brittlencss shall be applicd to the retainer.
9. Inspection

The retainer shall be inspected with regard to performance, shape and dimensions. extemal appearance

and surface treatment. The results shall meet the requirements of the items 4 10 6 and 8. respecuvely.

10. Alteration of Specification
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