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KES E-FO02A

1. Scope of Application
This standard shall regulate clip-hose (hereinafter called as clip) in case of welding hose
used at respective system of cooling, intake, fuel, lubrication and air-condition of car to
joint or metal pipe system.
Remark : This clip shall be used at joint of 1 kg/cm* in principle. Also, use clip-hose

(99281, 99282 of KES E-F001) at joint to which pressure more than that applies.

2. Material
Material of clip shall be HSW3 of KS D 3510 (Hard steel timber).

Remark : Tensile strength of hard steel timber shall conform to following table.

3. Shape ¢« Dimension

Shape o Dimension of clip shall conform to additional table.

4. Surface treatment

Timber diameter 08 | 08 1 12 l 1.4 1.6 1.8 2 2.6 2.9
Tensile strength 205 205 200 195 190 185 180 175 170 165
(kg/mm?)
235 | -230 | -225; -220! -215; 210, -205 | -200: -195 ' -190
| !
Timber diameter 3.2 3.5 4
Tensile strength 160 160 155
(kg/mm?%)
-185 -180 175

Surface treatment of clip should execute brittleness elimination treatment after plating of

MFZnT1-C. But, MFZnT1-W shall be possible according to assignment.

5. Appearance

Surface of clip should be smooth and have no defect like crack, flaw, rust and etc harmful
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