Clips (Spot or Arc Welding Type)
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Standard Parts KES E-FQOOQ0S

99291.99282

Clips (Spot or Arc Welding Type) 99293.99294

99295.99299

1. Scope of Application

Ttus standard speaifies the clips used for the winng and the piping of automobiles.
2.Type ° '

The clips shall classified into 6 types in Tablel.

Table 1

Clip (S shape) 99291
Clip (U shape) Spot or arc welding For wiring and piping (inside
Clip (L shape) cabin and on frame)

Clip (J_shape)

Clip (with bolt hole] 96295 Tightenung with bolts For piping (on engine)

Note The clip with thickness (1) of 0.6mm and 0.8mm shall be spot-welded and the clip with
thickness of Imm and 1.2mm shall be arc-welded.

3. Matenal

The matenal of clip shall be of SPC1 in KS D 3512 (Cold rolled carbon stes! sheets and strip) or
SPN1 in KS D 3501 (Hot rolled mild steel plates sheets and strip) as a rule.
Remark: Application standard of clip according to its thickness

Table 2

Applcauon standard

To be used if it can be made out of the waste end of the strip
To be used in case of arc-welding the clip to the part with
thickness of 2.2mm or more

1.2 To be used if it can be made out of the waste end of the stip

4. Shape and Dimension
The shape and dimensions of clip shall conform to Table 2.
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Standard Parts KES E-FQQOS

99291.99292
Clips (Spot or Arc Welding Type) 99293.99294

93295.99289

Table 3

p (S shape) Atached Table 1
C1|p (U shape)
lep L shape) Atached Tabie 2
Clip (J shape)

Clip (with bolt hole) Attached Table 3
Clip (for frame) Atached Table 4

5. Surface Treatment
The surface weatment of MFZnT2-C (Z2MWC3) shall be applied to only the clip with bolt hole.

6. Physical Apperance

The clip shall be free from such harmful defects to use as cracks, burrs, flaws, etc.

Also, there shall be no sharp edges on the clip, which would damage the part in contact with
the clip.

7. Inspection
The inspection of clip shall be performed for shape, dimensions and physical appearance and the
results shall saasfy the requirements of item 3 10 6.

8. Compo:ition of Part Number
Part nurber of clip shall consist of type number and size number.

Example : S shape clip Nominal diametter of 10.
99291 1000
(Type No.) (Size No.)
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