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1. Scope of Application

NES E-FO11A

This standard specifices the clips used for automobile winng and piping.

2. Purpose

This standard aim at parts commonization of the clip and at securing the proper quality

3. Type

Clip

Type 2

B-type |

99276

The clip has three types as shown in Table |

Table |

Qutlined Sketch

=

Application Perntinent
Standard Altached Table
For piping
(metallic tube) Altached Table ]

For piping (Non-
' mctallic wbe)
and winng

Altached Table 2

For piping (Non-
mctallic tube)
and winng

Altached Table 3

Remarks 1. Type | clip and Lype 2 A-type clip are used by being fastened with a bolt or screw 1o fix the

clips.

2. The clip shall be used without protcctors

4. Material

Matenals for the clip shall conform 10 Table 2.

1Y


http://www.avadocuments.com/doc/kia-kes-e-f011-0
http://www.avadocuments.com/doc/kia-kes-e-f011-0

KES E-FOILA

Table 2

Division Material Matenal Standard

*! KS D 3501 (Hot-rolled Mild Steel

Type 1 Body

* P-VC-Z shall meet the quality standard in Tabie 3.
*LJIS G 3131 *2J1S G 3141

Plates, Sheets and Strip)

*< KS D 3512 (Cald Rolled Carbon

Steel Sheets and Strip)

SPHC or SPCC
SPCC

7

Body *2 KS D 3512 (Cold Rolled Carbon

Coating P-VC-Z * (Vinyl

Steel Sheets and Strip)

matenal chlonde) KES B-NOO4 (Plastics Material)

3. Shape and Dimensions
Shape and dimensions of the clip shall conform to Attached Table 1 10 3.

6. Surface Treatment
The surface treatment for the clip shall be MFZnT,-C in KES C-F 002.
However, as for corrosion resistance of lype 2 B-type, only red rust shall be evaluated

7. Quality

7.1 Extemal appearance : For extemal appearance of the clip, there shall be no detrimental to use, such
as cracks, flaws, rust, burrs, peeling, etc.

7.2 Film : The quality of the clip film shall be according to the following (1), (3).
(1) The film thickness shall be 0.3=a or more. and it shall be uniform and rich in flexibility.

Moreover, it shall have no foreign matter included nor defects. such as laws, air bubbles,
cracks, defects on assembling, etc.

(2) The clip whose hole is covered with film shall be pemissible.
(3) The matenal performance of the film shall conform to Table 3
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