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KES E-G001A

1. Scope of Application

This standard specifies taper pipe screw plugs for automobiles (hereinafier referred to as the “plugs™).

2. Type and Type Number
The type and the type number of plugs shall conform to Table 1.

Table 1
Type Number

Derivative type number

Type Base type Remark
number . -
Brief number Additional
number
Square head plug 59502 OWP

* Conform to

Hexagon socket screw
99503 OWR MES BE 700.

keys for plugs shal
conform io JIS B 4648.

Hexagon socket
head plug

ﬁ * KES A-A 006 (Strucwure and Application of Standard Part Number)

- "

3. Type Number Structure
The type number of plugs shall be composed as shown in Fig. 1.
’ Fig. 1

Type No. Base type No.

, Derivalive type No. || Brief No.

Additional No.

. - Tawce e A
) - . : - i, - Syl
3.1 Base type number: The buase type number of plugs shall be composed of s number of live figlires .
according 10 the type shown in Table 1.
3.2 Derivative type number @ The derivative type number of plugs which shows (he additional
specification shalt be composed of (he brief number and the additional number.
3.2.1 Briclnumber: The bricl mumber of plugs made by shortening the base type number 1o three
J ftuures shall be composed ol a ligure mwd English characters for showing ihe additionat

specilication (See Table 1).
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3.2.2 Addilional number : The additional number of plugs shall be composed of & number of 2 &
figures or English characters for showing the additional specification (See KES A-A 006).

4. Shape and Dimensions
The shape and dimensions of plugs shall conform 10 Altached Table,

5. Thread
The threads of plugs shall be taper pipe threads specified in *! KS B 0222 (Taper Pipe Threads). For .
surface-treated threads, dimensions belore surface treatment shall be applied.
*LJIS B 0203

6. Appearance
The surlace of plugs shall be smooth. Plugs shall be free from burrs, rust and all other defects that
might affect their use.
The surface discontinuity shall satisfy Table 2.
Table 2
Surface Defect Permmissible Limits

Quench cracks of any depth and any length, or in any location, ) -
uench crack : -~
Q shall not be permissible. . ﬁ'

Cracks that occur on the top face of the plug head and tha are 1d

Forging crack orless in length and 0.2ea + 0.01 d or less in width and depth are

permissible.

Bursts thal are 0.3== + 0.025 d or I&ss both in width and dcplh except
Burst ., -
on the threaded portion are permigsible.

(8) Nick or gauge excepton the threaded périion is permissible.

(b) Nick or gauge on the [hrcadlcd'_ porion meceting GO thread ring-

Nick or gauge gauge under a torque of 0.6 dkgl: = fS.SS dN - ] or less is
permissible. )
(Example) For plugs of PT3/8-19, 0.6x 16.6=9.96 kal =
(97.6N - ::m} - "

Remark : din Table 2 indiculcs-a nominal diameler (m) of ‘¥ (Hréad,

N,
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