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[. Scope of Application

This standard specifies the packing for automobiles.

2. Type

The types of packing shall conform 1o Table 1.

Table 1]
T):f)-g i Type No.
Ccﬁ:_)er packing 99562
Alﬁinum 99564
packing

L —

3. Material

Materials for the packing shall conform to Table 2.

Table 2

Maternal

C1020P, C1201P. C1220R

Sheets)

Aluminum packing A1050P

Sheets)

*1 JIS H 3100 *2 JIS H 4000

4. Shape and Dimensions

Application

Brake system

(For high pressure)
Lubricating system

(For low pressure)

Material §lz;1dard
*1 KS D 5201 (Copper and Copper Alloy-
Sheets, Plates, Strip and Coiled

The shape and dimensions of the packing shall conform to the Attached Table.

5. Hardness

The hardness of the copper packing shall be HV 38 10 55 and that of the

38 10 45 as a result of the test of *1 KS B 0806 (Method of Vickers Hardness).

“LJIS Z 2245

6. External Appearance

KES E-1003A

*> KS D6701 (Aluminum and Aluminum Alloy
Sheets and Plates, Strip and Coiled

aluminum packing shall be HY

The surface of the packing shall be smooth and free from harmful defects such as cracks. burrs, flaws,

rust, ClcC.
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