Back-Up Rings for O Rings
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Standard Parts KES E-1004

KeS

Back-up Rings for O Rings

1. Scope of Application
This standard specifies the back-up rings used for preventing bolting of O ring (Hereinafter referred
to as "nng").

2. Type

The nngs shall be classified into 3 types according to their shape as shown in Table 1.

Table 1
Remark

Using pressure | Using temp.("C) | Type of groove that O
(Kg /cm) ring is fitted in.

250 One body groove,
spilited groove
1000 -100-260 One body groove
Splited groove
3. Matenal

The matenal of ring shall be of an ethylene resin having characteristics in the Table 2. However,

Type Type No.

Type 1 {Spiral) | 995451

Type 2 (Bias cut) | 995452
Type 3 (Endless) | 955453

this shall not give harmful effects on the ring and the metal.

Table 2
Characternstic |
Specific weight
Tensile smmz)
Elongamm—_
Hardness

Remark: The testing method of material shall conform to JIS B 2407 (Back-up rings for O rings).
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Back-up Rings for OO Rings

4. Shape and Dimension
The shape and dimension of ring shall conform to the Attached Table 1 and 2.

5. Physical Appearance

The ring shall be well finished and free from harmful defects such as cracks, flaws, distortion, etc.

6. Inspection
The inspection of ring shall be performed for material, shape, dimensions and physical appearance
and the results shall satisfy the requirements specificd in the item 3 to 5. Also, the dimension

inspection shall be performed at temperature of 25£2°C.

7. Composition of Part Number
The part number of ring shall consist of the type number and the nominal designation numoer.

Example: Back-up ring Nominal inside diameter
Type 1 (Spiral) 45mm
595451 CO45
(Type No.) (Nominal designation No.)

2/6



http://www.avadocuments.com/doc/kia-kes-e-i004-1988
http://www.avadocuments.com/doc/kia-kes-e-i004-1988

