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1.

n

KES E-JOO1A

Scope of Application
This standard specifies steel balls used as rolling element for ball bearings for automobiles.

Remark: The steel balls can be used ag dnving plug for blind.

Purpose
This standard aims at gIving cCommonness to part of steel balls and sccuring their proper quality.

. Definition of Terminology

(1) Crushing load: A load when a rolling element is crushed by piling it up according to a specified
method (See *1 KS B 2001.) and Increasing an applied load gradually.
(2) Mutual variation: A difference between the maximum value and the minimum value in average

value of diameter in a group of rolling elements having the same nominal size.
*1 JIS B 1501

. Type

Steel balls have the following type.

l Type numbcrA—l 99611 '

. Material

Material for sieel balls shall contorm to SUJ 1 - 3 specified in *2 KS D 3525 (High Carbon Chromium
Bearing Steel).
*2 JIS G 4805

. Shape, Dimension and Crushing Load

The shape, dimensions and crushing load of steel balls shall conform 10 the Attached Table.

. Appearance

The surface of steel balls shall be free from cracks, flaws, rust and other defects which are harmful 1o

UsScC.

. Measuring and Testing Methods

Measurcment of dimensional dccuracy and hardness test for steel balls shall confrom to *! KS B 2001
(Steel Balls for Bcarngs).
*LJIS B 1501

. Inspection

The inspection on steel balls shall be made on > 1o 8 and satis{y each item.
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