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KES E-LO0O7A

1. Scope of Application

This standard specifies door protectors used for protecting the door of automobiles (hereinafter referred
to as the “protector” ).

2. Purpose

This standard aims at commonizing the parts of the protector and securing the proper quality.

Remark @ The protector shall be uscd to prevent the painting surface from flaws and interference.

3. Type and Model
The types and models of the protector shall conform to Table 1.

Table 1
| | Part Number
Type & Model Shape — - — —
| Type Number | Form Number
l Type 1 | Straight ‘ 90999 13
lype
| %
!
| Slit | | 14
lype . |
Shit
- |
4 - . — — - i |
Cut 15
type |
L o
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4. Material
Matenal for the protector shall be P-EV (Ethylene-vinylacetate resin) specified in KES B-N0O04

Remark : The material shall not causc swelling and discoloration on paint film.

5. Shape and Dimensions

Shape and dimensions of the protector shall conform to the attached table.

6. External Appearance
The protector shall be milk while and its extemal appearance shall satisfy the following standard.
(1) The surface of the protector shall be free from defects harmful to use such as flaws, burrs, cracks,
mismatch due to die shift, etc.
(2) The protector shall have uniform thickness, highter flexibility and shall be free from defects such as

blisters, discoloration, etc.

7. Hardness

Hardness of the protector shall be H 97 or smaller.

8. Paint Film Quality of Door for Protector ~
T'he paint film of the part to which the protector is attached shall be free from depression of 1 i or
deeper.
Remark : If this standard cannot be attained because of changing material of the paint, the supplicr shall

negotiate with the Development Standardization Group of KIA.

9. Inspection
9.1 Inspection of shape and dimensions : Shape and dimensions of the protector shall be measured

with a metal rule specified in *! KS B 5246 vemnier callipers specified in *2 KS B 5203 or the

equivalent measurement device and shall conform to Item S or this standard.
*1LJIS B 7516 *2JIS B 7507

9.2 Inspection of external appearance : Extemnal apearance of the protector shall be inspected visually
and shall conform 1o Item 6 of this standard.

9.3 Inspection of hardness : Hardness of the protector shall be inspected according to the durometer
test of type A specified in KES T-K001 (Test Method for Plastic Material) and shall conform to
ltem 7 of this standard.

9.4 Inspection of paint film quality of door for protector : The paint film quality of the part to which

the protector is attached shall be inspected according to the following and shall conform to Item 8
of this standard.

Remark : This inspection shall be carricd out on changing the metal mold, material, dimensions, shape

or the supplier of the protector.
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