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KES G-B802

1. Purpose

This standard shall define the standard for fixed capacity sample instrument for exhaust test

of gasoline vehicle.

2. Scope of Application

This standard shall be applicable to critical flow rate venturi type of sample for exhaust test.

3. Principle of Preparing Instrument Specification

(1) Attached content specified by this standard shall be based.

(2) Clarify the utility of instrument in the future and identify if specification specified by this
standard conforms to the purpose.

(3) Comparing (1), (2), describe the required function up to small instrument clearly and
revise the existing specification.

(4) Upon completing of the above process of specification revision, transfer it to instrument
manufacturer or manufacturer capable to produce instrument and receive specification
from manufacturer.

(5) Based on data received from manufacturer and the above data, repeat the process of (3),

(4) until getting satisfied result.

5. Basic ltem for Fixed Capacity Sample Instrument

(1) General Reguilation

(2) CVS Systems
(3) Special Article

Additional Rules

This standard shall be effective from Dec. 14, 1988
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KES G-B802

KIA Spec.

1. General Specification
1.1 Electrical
(1) All A.C. circuits shall use Korean power(system concept and its distribution
scheme).
(2) All A.C. power, which will be used by all analyzers, recorder and controllers,
etc., shall be filtered and refined by their own system and protected for
unexpected occasions by as followings.

- AVR

- Individual circuit breaker

- Fuses

- Interlock functions.
(3) All benches and consoles shall have one instrument grade and one utility
grade power outlet.
(4) All signal an power interconnection cable to be supplied.
(5) For all motors, motor starter be supplied.
(6) All electronic circuit boards and associated mounting racks be with gold plated
edge connectors.
(7) To suppress spikes all DC inductive load (including solenoid valves and long

cable runs) be with sufficient protecting system and specify.
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