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O 1. Scope of Application

It shall applies in welding jig required in the production of body ass’ y, and

it can plan and manufacture through special structure in case the application of thig
standard 1s difficult.

2. Purpose

It shall be for the purpose of assuring a stable quality of body ass’ y to place a

engineer and a characteristic of wvehicle type when the welding jig ;plans,

and
developing a maintenance of manufacture and conservation parts..
3. Atliached Structure of Standard Pin
3.1 Adjusting method of fixed standard pin
3.1.1 Fix by bolt pipe
3.1.2 Fix by set screw
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3.2 Design standard of attached structure for fixed standard pin E
321 In case of using with reference plane et
3.2.2 In casc of using only datum hole
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3.2.3 Prohibition of using a fixed standard pin in the type of thread
Fixed pin for type of thread do not use because there would be a case of difficult

for the maintenance with the poor precision by looseress of screw or a damage of
screw of standard pin. |
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,0 3.3 Design standard of altached structure for moving standard pin
3.3.1 Moving standard pin decided a location to use in the jig of assembling device for
vehicle body is selected by the structure using an oilless bush of maintenance
free.
(1) Attachment method of bush
The upper section of bush shall be projected of 2mm in order to prevent to

be splashed spatter on the bush.
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(‘_) (2) Fixing method of bush
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3.3.2 Moving pin and division of piston rod

In case of moving pin, standard pin and piston rod has to be a partition type and
after jointing a joint pin in the split part, the standard pin shall be separable

structure on the upper.
3.3.3 Structure for on and off of moving pin
(1) In case of on of standard pin (up)

Assure 5~10mm of straight part (effective part) in the work.
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(2) In case of off of standard pin (down)

KES G-M1054

Assure lmm or more outside of bush because when standard pin takes down
if straight part would go into the bush, spatters would be piled up to

compose of [Y] part.
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