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1. Scope of Application

The application of this standard is to prescribe by standardizing the sizes of all the

symbols and logotypes, for vehicle’s in/exterior and parts, that are not noted on 3 diagram.

2. Purpose

It Is to have appropriate quality with effective and consistent work as standardizing the

sizes of all the symbols and logotypes for vehicle’s in/exterior and parts.

3. Determination for Terms

(1) Symbol

The Coperate Symbol of this company is the symbol that visually conveys KIA Coperate

Communication Concept, and it does important work for conveying and establishing the
image of the company by visualizing it.

(2) Logotype

This, as well as Cooperate Symbol, is the most fundamental item to visually convey the

iImage of KIA.

4. Application Items

(1) Ext - Glass, Lamp

(2) Int — Air Bag Cover, Audio, Speaker, Floormat, Tool Bag
(3) E/ Room - Model Plate

Label types(T / Belt cover, Wiper Motor. )

(4) Otherwise, it shall be applied for Symbol, Logotype whose sizes are not set.

9. Color

(1) Main color : Red — Pantone 186MC(L/R)

(2) Sub color : Red - Pantone 188MC(D/R)
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6MC(L/G)
Gray — Pantone SMC(M/G)
Pantone 432MC(D/G)
(3) But, the color of symbols and logos for parts shall be black or white as it was. (Ex :

Class, Audio, Speaker... other Label types)

6. Application Standard

(1) Caution
It is impossible to voluntarily change Symbol and Logotype. It must be produced and
used accurately by using x-ray, enlargement, and reduction method from reproduction
data on Grid System or C. |. P Manual.

(2) Reference
The short axis of symbol’s outer oval is 1/2 of the long axis, and the gap between
symbol and logotype is same as the vertical length of logotype.

- C. I. P Manual keeping department : Design part of laboratory database

- KIA letter design keeping department : Drawing part
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