Top Trim Design Rule
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1. Scope of Application

This rule shall be applied for top trim of car room.

2. Purpose
This rule is to consistently and effectively operate the preceding work, when developing

~ car interior material, by setting the design standard for top trim, for car interior.

3. Definition of Terms
As top trim is attached on the roof on the head of driver and passenger, covering inside of
roof steel, it protects passengers and improves room image.
(1) There are wire hanger type and forming type for top trim.
(2) Wire hanger type consists on head lining and listing wire that holds the head lining as

shown on figure 1. Single head lining can cover the roof rail and up to upper piliar.
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(3) Forming Type is made along with the roof surface with pad material and tools filed up.

(4) This rule deals with only forming type.

4. Managing Department of Standard
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Design Department shall be in charge of management of this standard.

5. Opening/Closing Procedure

The head of design department shall execute opening/closing with approval from related

departments.

6. Size Setting according to Each Part's Needs
Size setting of necessary parts
(1) Sun Visor
(2) Room Lamp
(3) Assist Grip

(4) Roof Console

7. Head Clearance Setting
Keep Point ~ Top Trim (3BL) more than 840

Getting in/off and rear vision (Only for front seats) : Evaluate by rotating it centering keep

point
Passenger car : More than 790mm

Commercial car : More than 805mm

8. Top Trim Outside-ordered Parts’ Basic Section Drawing Producing
8.1 Very Front End Line Setting for Front Header Garnish
8.2 Upper Sight Range Check

2 /6


http://avadocuments2026.com/doc/kia-kes-l-i006a-1994
http://avadocuments2026.com/doc/kia-kes-l-i006a-1994

