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1. Scope of Application

This rule shall be applied for car cigar lighter and ashtray.

2. Purpose

This rule is to consistently and effectively operate the work related to developing new

product by setting the design standard of cigar lighter (lighter from now on) and ashtray.

3. Definition of Terms
(1) Lighter

Electric cigar lighter that bi-metal is used, that is installed in car

4. Managing Department of Standard

Design Department shall be in charge of management of this standard.

5. Opening / Closing Procedure

The head of design department shall execute opening/closing with approval from related

departments.

6. Characters and Classification

It includes following conditions.

6.1 Lighter

(1) Standard voltage for lighter shall be 12V or 24V

(2) Insulation Resistance

The time, after pushing the plug, from the point when current starts to fiow to the point
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when it comes back shall be less than 20 seconds.

(3) Heat Saving

Lighter temperature shall be more than 380°C(1) at 10 seconds after the plug comes

back.

Note (') Temperature that lights a cigar.

(4) There shall not be any problems with the linkage, screw part, and rivet When the

lighter is tested by 4G of KS B 9134 (Car parts vibration test) with light up.

(5) Durability

It shall satisfy the regulation after it is operated 4,000times, and it shall keep the heat

for more than 5 seconds.

(6) General Structure

It consists on lighter socket with bi-metal inside and lighter plug with heat emmiter. It

shall be durable, and needed to be easy to carry. Each part shall not loosen up.

(7) Operating

Insert the lighter plug in the lighter socket all the way to ON position (Refer to figure 1).

As current flows automatically, the heat emitter at the end of lighter plug shall become

red. Lighter plug shall come back to off position (Refer to figure 1).

Once it is used, it shall be pushed in easily, and it shall go back to off position right on.
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