KES

Wind Screen
Wiper Washer/System KES M —B501
(EST.) 1989 — 02 — 20

Contents

1. Scope of Application
2. Terminology

3. Drawing Procedure

4. Quotation Standard

Additional Rule



http://www.avadocuments.com/doc/kia-kes-m-b501-1989
http://www.avadocuments.com/doc/kia-kes-m-b501-1989

KES M-B501

1. Scope of Application
This shall regulate drawing method of windscreen wiper/washer system of Ml class

vehicle indicated in EEC 70/156 annexi of vehicle manufactured for sale in USA and

Europe.

2. Terminology
(1) V point
This shall be a point on surface assumed as center of seating position to R point

(Seating reference point) and used for vision examination.

3. Drawing Procedure

3.1 USA specification

Refer to KES F-M103 and KES F-M104 for USA, KES F-C103 and KES F-C104 for

Canada.
3.2 Europe Specification
(1) Draw V-point by EEC 77/649, Drivers Forward Visibility.
(2) Two vision area A, B shall be decided by V points.
(3) Area A shall be composed of the following four planes from V point.
(a) Left 13 and right 20 from V, and V, to vertical plane passing through V,; and V..

(b) Upward 3 ° from V, to horizontal plane passing through V;

(c) Downward 1 ° from V, to horizontal plane passing through V.

(4) Area B shall be composed of the following four planes, their boundary should be more
than 25mm from edges of glass projection.

(a) Upward 7 ° from V, to horizontal plane passing through V;

(b) Downward 5 ° from V; to horizontal plane passing through Vo.
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