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1. Scope of application

This standard should apply to general vehicle, sports vehicle and commercial vehicle.

2. Objectives
This standard intends to secure inhabitability for each vehicle.
3. Applying condition

This standard should examine Rearmost H-Point at initial design step.
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4. Examination standard of head clearance Human body | | Height Weight | Sitting height
AMO0 | 182.9cm | 90.8 kg 95.6 cm
r
AMS0 | 173.9cm | 75.7 kg 91.3 cm
Standard of head clearance for each vehicle
Base ,
Examination item Examination contents human General passenger vehicle Sports car
body size : L R Commercial
Normal-Roof Sliding-Roof Normal-Roof | Sliding-Roof vehicle
| B valuation line
Normal driving crf\q\—-. o, AM 90 AM 90 AM 90 AM 90 AM 90
posture AM 90 * + + + +
56 mm 47 mm 56 mm 47 mm 81 mm
"‘N“—“ﬁ—”"—;“e AM 90 AM 90 Do not regulate specially AM 90
When raise body . L‘\ :l ' AM 90 + + [ |lT'l|?Ol'tE!ﬂCB of space when +
forward 3. 48 mm 27 mm stop is low because secure of 48 mm
inhabitability is basic for sports
car in normal posture when
drive.]
Evaluation line 1 1 9 AM 90
Shaking head in Ve \{“—“( A0t AM 90 AM 390 AM 90 AM 90 AM 90
: + + + + +
right and left AR
36 mm 27 mm 36 mm 27 mm 36 mm
n-e
= 1
Ability of getting on - _AM 50 — 20 mm AM 50 -5 mm
and off 7 . AM 50 ~ R=More than 790 mm Do not regulate specially R= More than
\ Evaluation line Notice in front and in rear of B pillar 805 mm
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