Interior Sun Visor Layout
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1. Scope of application

This standard should apply to interior sun visor layout.

2. Objectives
(1) Check the establishment of position of pivot of front header and revolution from the side

of wind glass to the side of door glass.

(2) Seek real angle of visor and check interference between front head and sun visor

(or roof trim and sun visor).

(3) According to examination of (1) and (2), modify the position of pivot, establish revolute
angle at the side of windshield glass. Modify revolution of windshield glass and door

glass.

3. Definition of terms
3.1 Sun visor
When the field of view is hindered by sunlight, maintain forward view as far as possible
and is device to eliminate the obstacle. It consists of steel wire and made by feasibie

matenal for protection of secondary accident by this device.

3.2 Eyellipse

Refer to KES M-C201

3.3 Line "A”

The most bottom line of front head from front view and top view of vehicle

3.4 Line “B’
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NO. 1 wire line when top trim is listing-wire type from 3-side view of vehicle

3.5 Line “D-E”

Angle of sun visor arm when sun visor is at the side of windshield glass from top view

and front view of vehicle

3.6 Point “C”

Point that centerline of pivot pass through

4. Condition of layout

The lower end point of sun visor should be at the range of 1 ° with the line, when lined

from centroid of Eyellipse(SAE 95%ile).

/
Roof trim SAE95%Ile Eyelupse
‘ p<fRe—Sun visor
:t].u 4 LY > v e ——— — Q
- U Centr.oid
Existence range of sun visor
Figure 1

9. Establishment method of layout
(1) Establish the line “A” at the top and front view of vehicle

Designer should draw the line “A” from side view of vehicle.

(2) Establish the line “B" - Obtain from three view of body.
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