Clearance of Fuel
Supply System

Contents

1. Scope of Application
2. Purpose

3. Examination Parts

4. Examination Condition

5. Minimum Clearance

6.P.F. T

KES

KES M - C601C

(EST.) 1989 — 12 — 30
(REV.) 1995 — 07 — 11
(REV.) 1991 — 05 — 01
(REV.) 1997 — 10 — 20


http://www.avadocuments.com/doc/kia-kes-m-c601c-1997
http://www.avadocuments.com/doc/kia-kes-m-c601c-1997

KES M-C601C

1. Scope of Application

This standard shall be applied to passenger cars, multipurpose passenger vehicles, and

light & medium trucks.

2. Purpose
The purpose of this design standard to decide minimum clearance between fuel supply
system and its surrounding parts for vehicles in the scope of application, and to apply to

layout and design.

3. Examination Parts
When designing fuel supply system, positions of the following parts shall be considered.
(1) Frame and body rails
(2) Underbody
(3) Rear axle
(4) Spring seats
(5) Exhaust hangers
(6) Exhaust muffler
(7) Underbody drain hole or plugs
(8) Shock absorbers
(9) Tank straps fasteners
(10) Attaching parts of parking brake
(11) Parking brake brackets
(12) P/shaft
(13) T/mission

(14) Ground clearance
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