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1. Scope of Application

This shali regulate code assembly and back cover assembly for lamp of vehicle.

2. Purpose
This shall be for the purpose of acquiring proper quality by standardizing code assembly

and back cover assembly for lamp of vehicle.

3. Each Part Design Standard

|
|
|
!

3.1 Taping of connector

—e

Avoid vicinity and round part of

connector for taping code

N

connection.
More than 30(3 ~ 6 line)

More than 40(More than 8 lines)

3.2 direction of non-waterproof COM—— - -

A1) )
Water

Water permeates code and destroy code

and deposit in lamp passing through

;[ between cores.

=f
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' 3.3 Cost effective code color indicator | .

If function of lamp (Example : For 1

E]]E‘__-_ wedge lamp is not related with pole,

make it same (Cost effective)
Same color

3.4 Vinyl tube welding at connector -

Position of connector and vinyl tube

Welding

should be more than 20mm from

connector.

20 min

3.5 Two codes sealing |

Two codes sealing by connector shall be possible for AV 0.5 ~ AV 0.85 line at 250 close

shape connector.

3.6 Vinyl tube and vinyl tape color ‘-_ : e ]

Black : Domestic perfume * Keep the left color without special

Blue : Europe perfume direction.

White: USA perfurne
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3.7 Vinyl tube and code length -

L

More than L-50 min
' ==, SSNNN\N\N\\N\\\ —.I

Vinyl tube should be more than 50mm shorter than code.

3.8 Code connecting part indication |

i i il il o P

After connecting, do taping

. N A L - A, bl

l ]
“-
— | —
I
More than More than
30 min 30 min

— 3.9 Code connecting part spacing J—— — —

Spacing of code connecting parts should
be more than 30mm (For vinyl tube, it

shall be the same.)
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3.10 Dimension of connector and socket rear part.

o~
T———-——-—-—-—- Connector should be more than 30mm from
More than 30 min socket rear part to acquire vinyl tube
1

workability and safety.
More than 30 min

= |

3.11 code connecting position

; E Lé () Do code connecting with straight line.

——=

Do not wiring near connecting part for code

lengthening (Sink) or cover turn over.

Remark : Use clamp for wiring.
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