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1. Purpose

This rule 1s purposed to clarify engincering change notice preparation to do the task of engincering

change effectionatly.

2. Scope of Application

This rule applies to following engincering change notices.

(1) General enginecring change notice

(2) Combinated drawing engineering change notice

(3) Tentative engineering change notice

(4) Notice of engineering change not to be practiced

3. Meaning of Terminology

(1)

(2)

(3)

(4)

(3)

(6)

Engineering change (Revision)

Engincering change means to change the part or part composition to improve commerciality,
trustworthy, Productivity and others.

Engineering change notice (Revision Notice)

Engineering change notice is the means to notify and direct the purpose and details of engineering
change accurately to related division and classified into 3 forms of engineering change notice,
drawing and engineering change report.

Engineering change notice preparation unit

Enginecring change notice preparation unit means the range in which purpose and details of
engineering change is finished with identical revision notice paper on issuing the engincering
change notice.

Related engineering change notice

Related engineering change notice is a group of engineering change notices which need to be
practiced at the same time.

Singular part

Singular part means bundle of part and its line combinated (ASSEBLY, COMPLETE. GROUP) part
on 1ts composition which is objective of engineering change.

Identical group

Identical group means a bundle of group with 2 identical heading places in group number and its
seding out, option, model addition group.

(7) Practice at same time

Practice at same time means to practice revision on proto vehicle and mass production vehicle at
same time on the occasion when it is needed to practice plural numbers of engineering changes at

same time on account of design option and assembly.
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4. Managing Division of the Rule (
Engineering management room is in charge of managing this rule.

5. Procedure for Revision and Abolishion
Revision and abolishion of this rule shall be made by Engineering Management Room head with

approval from each related division.

6. General Revision Notice Preparation Method
6.1 Revision Notice Preparation Unit
Revision Notice Preparation unit takes, as a unit, developemental phase (proto. advanced/

prescribed) in each related design on basis of revision objective part as a rule.

6.1.1 Revision objective part at advanced (including proto) stage
Preparation unit for revision objective part at advanced stage is taken within the range of 15

pages of revision notice as a rule.

6.1.2 Revision objective part at prescribed stage
(1) As for the singular revision reason, it shall be prepared with division made between

singular revision objective part and plural revision objective parts as a rule, by following
method
Provided that it shall be conformed to following (2) and (3) when revision reason is (
related with inner parts establishment and composition examination before mass '
production.
(@) As for the singular revision objective part, it itself is taken as a unit of revision
notice preparation.
(b) As for plural revision objective parts, the occasion when it is needed to practice the
revision at same time is prepared seperatly from the occasion when it is not needed.
(D As for revision objective parts which need to be practiced at same time, within
the range needed to be practiced at same time is taken as a preparation unit of
revision notice.
(@ As for revision objective parts which do not need to be practiced at same time,
the range of same function number and same name in part number is taken as a
preparation unit of revision notice.
(2) As for revision reason for inner parts establishment, within 50 pages of revision notice,
as a rule, 1s taken as a preparation unit of revision notice.
(3) As for revision reason for composition examination before mass production, within the
range of same group as line-group combinated of revision objective parts is taken as a

preparation unit of revision notice.
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(4) As for the plural revision rcasons, the occasion when it is needed to practiced at same
time is prepared scperatly from the occasion when it is not needed, by following
method.

(2) As for the occasion when same time practice is needed, it is prepared for singular
revision objective part scperatly from for plural parts by following method.
(D As for singular revision objective part, it itself is taken as a preparation unit.
(@ As for plural revision objective parts, the common range of dimension, shape
and structure of the parts is taken as a preparation unit.
(b) As for the occasion when same time practice is not nceded, it shall be prepared with
division made between revision reason units according to the method as shown in 6.
1.2(1).
6.2 Revision Notice preparation Method
Conforms to revision notice preparation method(Ex.) (Attached Table 1).
6.3 Revision Report Preparation Method

7. Combined Drawing Revision Notice Preparation
It 1s prepared on units for revision notice preparation.
(1) Revision notice preparation shall be made on a unit of developemental stage (proto.
advanced/prescribed) in each realated design assignment of objective part.
(2) Reviston notice preparation method
Conforms to revision notice preparation method(Ex.).
Provided that revision reason section shall be completed as shown in below.

for ~
Revision Combined drawing| Drawing name and | unite, simplify
reason preparation Part name divide

(3) Revision report preparation method
Conforms to revision notice preparation method(ex.).

8. Tentative Revision Notice Preparation Method
It shall be prepared on preparation unit of revision notice.
(1) Revision notice preparation unit
It shall be prepared on a unit for already issued revision notice.
(2) Revision notice preparation method
Conforms to revision notice preparation method(EX.).
Provided that applicable model section shall be prepared in by following method.
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Spec. Recording method

Applicable model

Record applicable model number of revision

objective parts
Recording example: K620, K621, K622

Application period ex) Before the practice of SE-G137

indication of tentative Record ‘tentative’ in applicable model section.

(3) Revision notice preparing method

Conforms to revision notice preparation method.

P

rovided that change of part composition is prepared on base of present producted composition by

following method. And tetative revisions shall not be input into data base.

2
s
L
=
[
=
==

Without Fittess

Part Number Revision Details
Where there is fitness

between prescribed revision (M B100 53 100) (M B100 53 100A)

before revision part Prescribed revision part

and tentative revision, it

not needed to
classify the parts

Tentative revision part

(XM B100 53 100A

(M B100 53 100)

Before revision part | ——p|Prescribed revision part

Tentative revision part

(A) (M B100 53 100B)

(M B100 53 100A)

Where there is no fithess

between prescribed revision

and tentative revision, it
1S needed to classify the parts

(B) (M B200 53 100)

Note (1) Prepares tentative drawing with tentative revision parts.
() As for with fitness, fitness code is 1-1. 3-1.
() As for without fitness fltness code shall be the other combination with exception of the

above.
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9. Preparation Method of Revision Notice not to be Practiced
Revision notice and report are prepared on preparation unit for revision notice
(1) Revision notice preparation unit
Revision notice shall be prepared on unit for already issued revision notice.
(2) Revision notice preparation method

Conforms to revision notice preparation method(Ex.)
(3) Revision report preparation method

Conforms to revision notice preparation method(Ex.)

Appendix

This rule is effective from the date of establishment and revision.
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Attached Table 1 (
Revision Notice Preparation Method(Ex.)

1. Revision Causes Recording Example
1.1 Recording Method of Revision Causes

Revision causes

— (of) --- for ----
(Changed (function circle) (Revision purpose)
matters) . Part Name (Unfitting phenomenon of

. Part-group bundled revision)

into a Function circle Individual unfitting

phenomenon (detailed as

possible)
1.2 Revision Causes Recording Example
miswritin 0 Missing out miswriting o modify (
missing out |} o miswriting out o add
0 miswriting on part o delete
0 COMpOSItion o change
0 Ievision missing out o material change
performance | o power-up | 0 part name o shape change
o accerlation performance o 1dentical part's o reinforce
o Improvement o surrounding name o composition change
o Waterproof trembling improvement| o disuse add parts
o Comfortability improvement
o Intensity improvement
o Durability improvement
o Transit improvement
o Anti heat-damage policy
o Door-shut improvement
o Linkage improvement
o Tremor improvement o L1ft center point
improvement _
o Cooling improvement o Anti snow damage policy (‘,
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