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1. Purpose

This rule is purposed to manage the design drawings by microfilming them to maximize systematizing

of task and peruse of drawings.

. Scope of Application
This rule applies to all sorts of items in relation with microfilmizing of drawings issucd by design

divisions.

. Meaning of Term inology

Meaning of term inology in this rule are as follows.

3.1 Microfilmized Drawing: Reduced drawing by microfilm (35mm)

3.2 Microimage: Image filmed within frame. Reduced image which can not be rcad with naked eye
unless using magnifier in general.

3.3 Original Drawing: drawing which is filmed.

3.4 Frame: Film area exposed to microfilm camera. Frame includes microimage and frame margine.

3.5 Frame Pitch: Distance in which film is moved for each time of filming. Also called Pull Down

3.6 Reduction Ratio: Ration between length on micro image and that on original drawing. This is
indicated by such a way "1:30", "1:15".

3.7 Right Reading: State in which letter, document. diagram and others are read rightly. (see Figure 1)
As for microimage, also called "Normal".

Remark: Representative letter for right reading is indicated by "R".

Fig. 1 Right reading
Unit: mm

3.8 Aperture Card
3.8.1 Card type in which 35mm Roll film cut in unit of a screen is attached to window hole of card
(for computer input) to record drawing information. Film mounter is used for film
attachment. (See Example).
3.3.2 Dimension
Card: 7.375" x 3.25" (18.75¢m x 8.25¢m)
Window hole: 1.906" x 1.406"
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3.8.3 Aperture card requisite
(1) Once attached film shall not be seperated by no means.
(2) On occasion when a number of film attached-cards are mounted, it shall not get bulky
on the film attached-portion by its thickness.
(3) It shall not get attached to neighboring cards by adhesive in film attached-portion.
(4) Substances in attaching film shall be in full harmony with informations recorded in card.
(5) Film shall be cut precisly to be attached properly to the center of windowhole.
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4. Managing Division of the Rule
Engineering management room is in charge of managing this rule.

5. Procedure for Revision and Abolishion
Engineering Management Room head shall take a charge of revision and abolishion of this rule with
conference with related divisions.

6. Original Drawing Suitable for Filming
(1) Onginal drawing: Original drawing shall be (hereinafter reffered to as the drawing) a drawing
suitable for microfilming, or 2 or more drawings arranged together within size of standard paper
having almost same reflexion ratios.
(2) Paper size: Drawing paper size shall conform 1o drawing size and preparation rule.

7. Film for Use
Film which can be used in drawing filming shall be 35mm microfilm without hole.
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