Option Spec.and Approved Drawing
Preparation and Application Rule
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1. Purpose

This rule is purposed to promote the smoothness of preparation method and applicauon of design option
specification and approved drawing (drawing for approval).

. Scope of Application
This rule applies to design option specification and approved drawing of outsidc made parts for

vehicles.

. Meaning of Terminology

(1) Design drawing
This is complete production drawing, that is drawing that shows options of part which can be
produced without any separated drawing.

(2)Option specification (drawing)
This 1s the drawing in which needed options in part production are recorded and, in general,
prepared by our company for professional maker.

(3) Drawing for approval
Thus 1s the drawing before approval that part maker submits to our company to obtain a production
approval.

(4) Approved drawing
Thus is the drawing for approval after it that is concompanyed by our company.

(3) Request for engineering change

This is the form that part maker uses in requesting for engineering change to our company.

. Managing Division of the Rule
Engineering management room is in charge of managing this rule.

. Procedure for Revision and Abolishion
Engineering management room head takes charge of revision and abolishion of this rule with agreement
from related divisions.

. Option Specification Preparation

6.1 Application
Design drawing shall not be used but option specification for requesting part design and production
depending on method drawing or directions of options.

6.2 Option Specification Preparation Condition

One or more out of following conditions shall be satisfied when preparing option specification.
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(1) On occasion our company entrusts the design and drawing to outside maker which can not be
satisfied within our company because of engineering problem

(2) On occasion when must purchase the know how such as design, utility patent, patent,
manufacturing cngineering and others that maker's part has.

6.3 Preparation

(1) Appropriate design division in our company prepares it as in case of design drawing.

(2) Must bundle nceded minimum performances together on preparation not to get excessive
quality.

(3) Prepare in unit of part number
Provided that as for part as delivered in assembly, it shall be prepared in a unit of assembly.

(4) Drawing standard sheet of our company such as design drawing, shall be used on it.

(5) Itis treated equally as design drawing until approved drawing is prepared.

6.4 Items to be Recorded

Following spec. shall be recorded in option specification depending on needs.

(1) Type name (part number)

(2) Design policy

(3) Appliance and structure

(4) Performance and function

(5) Quality level

(6) Physical appearance and design

(7) Material to be used

(8) Durability

(9) Test method

(10) Other needed information

7. Preparation of Drawing for Approval
7.1 Engineering management room prepares 2nd drawing of drawing for approval as submuitted by
outside maker and send the original one back to the maker.
7.2 Ttisaruleto prepafe drawing for approval as specified by part maker.
Provided that sections for proto part number, name, part number and revision history shall be
established and recorded as specified by our company.
7.3 Heading Section Completion
(1) Itis a rule to record the sections of proto part number, part name and number as attached to
outline at right lower part of drawing.
Provided that, where it is difficult to do this by maker's circumstances, they can be attached at
. upper part or left hand of ma_k.er's heading section.
(2) Heading section form of our company is as follows.
Al and AQ drawings shall conform to Figure 1 and A4-A2 drawings to Figure 2.
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