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1. Scope of Application

This standard shall be applied to tester control for inspection.

2. Purpose

This standard has the purpose to control the tester smoothly according to KMS

M 030000 (Measurement instrument control regulation)

3. Tester
(1) Finished vehicle tester in mass-production process(Refer to asterisk1)

(2) Precision extract tester of finished vehicle(Refer to asterisk2,3)

4. Responsibility of Tester Control
(1) Director of general quality is liable for tester right control.

(2) Director of general quality can consign some portion of tester control in other

department like 5clause.

5. Worl Liability of Tester Control

Work liability of tester control is like Table1

Table1
Work contents Charger
Daily inspection Use department
(1) Right control of tester - - !
Right inspection Right control department
(2) Tester repair Keeping department
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6. Inspection of Instrument

Charger head of right control inspects the tester according to request of charger head of

related department when organizes, reorganizes or moves the tester.

7. Control of Tester
Tester control should be done, divided into daily, right and occasional inspection.
/.1 Daily inspection
Head of tester use executes daily inspection by drawing up the sheet in accordance

with standard provided by law.

7.2 Right inspection
(1) Head charger of right control draws up the form of inspection standard and record in
accordance with standard provided by law.
(2) Head charger of right control devices enforcement plan of right inspection.

(3) Daily inspection, sort of right inspection, period and charger should be determined, and

executed.
(Refer to astensk 1,2,3)

/.3 Occasional inspection

Head charger of right control executes occasional inspection when sudden disorder is

found or director of use department requests.

8. Tester Repair
(1) Disorder finding
Director of use department should contact with head charger of keeping immediately if
tester is out of order in use.
(2) Repair
Head charger of keeping should execute repair immediately if contacted disorder finding

from director of use department, or repair is required by sudden accident, disaster.
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