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1. Scope of Application
This standard is applied torque wrench for tightening bolt and nut.

2. Purpose
(1) Increasing reliance on product and quality
(2) Standardization of working method and efficiencization of work

3. Working procedure
It is possible to work with fixed torque by adjust torque with below procedure only.

(1) Unlock the locker to get the fixed torque before working

Open Close

Locker

Figure 1 Lock and unlock of locker

(2) Adjust the main scale and sub scale with turning ratchet handle

Main Scale

Figure 2 Read value of torque
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(3) Set locker on lock

(4) Check operation condition of drive gear and drive lever of head (refer to figure A)
(5) Check rocking of hexagon wrench bolt for torque adjust (refer to figure A)
(6) The direction to apply the power is turning to perceive the sound like as “talkak”

with  constant direction (only |___> mark) when using the torque
wrench.

Figure 3. Using direction of torque wrench

(7) After using the torque wrench, unlock the locker and decrease the pressure of
built-in inside spring with minimizing the torque by turning ratchet handle.

ex) Working = 300kgf- cm after working = 100khf- cm

kg £ - om

200
300
400

Figure 4. Location of minimum scale after working

(8) Cleaning the surface of torque wrench to remove dust and moisture and alien
substance and keep.

(9) To horizontally keep torque wrench at clean place(prevent twist).
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