KES

Measu rement Angle

et

Register No. KES Q-B207

Period Calibration

Level Related KASTO
| ti tandard ' standard 91-02-103-064
nspec ion s KSB 5251, 5252

24 months (but, it is changeable by request the related
department in consideration of use, environment)

Checking method and allowance range

Checking item Tool
1. Appearance | By eyes
& operation
2. Measure | Bubble

forward direction | tester
Indicated value

. Check defect on the bubble pipe_é_ﬁ_d other damage on
the base surface.

% Judgment : no defect

1. Check size of bubble and zero point, and adjust

2. Put bubble pipe tester on the surface table, and put
calibrating level on the tester.

_ | Calibrating level
]
o

L
# Bubble pipe tester .u'

3. Set both end of bubble at right & left reference line.
Left reference line Right reference line-

/

||il!| ||'Iil| N lllll-‘
<. Bubble

4. Slop tester as one scale of level and read indicated
value of both end of bubble(average value)

25 l

Indicated vale = (A1+A2)/2 = ((+2.5)+(+2.5))/2
=+2.5

» -
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L |
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Establish

|1999.4.26 '

Re-organization for all measurement equipment
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Measurement Angle Register No. KES Q-B207
Inspection standard | standard KSB 5251 5252 |

Period Calibration

Checking item Tool

Level Related KASTO

91-02-103-064

24 months (but, it is changeable by request the related
department in consideration of use, environment)

Checking method and allowance range

2. Measure Bubble
forward tester
direction
indicated
value

3. Adjacency | Bubble
error tester

4. Error of | Bubble
rearwarad tester
direction

indicated value

Establish 1999. 4. 26

¥ Judgment : Sheet 1 o

Indicated error at nearest

Allowance limit scale

Undert 0.5scale Under 0.2scale
Undert 0.7scale Under 0.5scale
Undert 0.5scale Under 0.2scale

A

B

A

- B Undert 0.7scale Under 0.5scale
A Underx 0.3scale Under 0.2scale
ﬂ B | Under 0.5scale

A Under 0.2sca_Ie

Rt
1. Get adjacency error from largest value from errors in

indicated values

¥ Judgment : Sheet 1

1. Read indicated value of rearward during return slop |

opposite of forward direction.

¥ Judgment : Sheet 1

Re-organization tor all measurement equipment
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