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KES Q-B209

1. Application
This standard Is described the checking of accuracy for Dynamic Toe-in tester.

2. Checking standard
It will be followed sheet 1.

3. Record and control
It will be followed prescription of accuracy control for measurement equipment.

Additional rules
This manual will be carried out on established date and revised date.
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KES Q-B209

Sheet 1 (Checking method)

No. | Checking Method Figure Judgement
item
1 Horizontalit | 1. Install level at 3 ~
y of guide 5cm on quide plate of
plate of tire, and to set
front and horizontality with
rear tire adjust bolt for
horizontality

2. Read indicated value
by measuring
instrument with stand
straightedge on quide
plate of tire
roller(drum).

3. Get single and total
error of guide plate of
tire from indicated
value at each
location.

When

2 _Horizontalit 1. Read indicated value

y rail of by measuring cleaning

guide plate instrument at marking iInspection

of tire In the figure as same . within
procedure No.1. 3.0mm of

total error

2. Get single and total
error of rail region
from indicated value
at each point.

Straightnes | 1. Set up the centerline Within

s of front & with line of front & 3.0mm of
rear guide rear guide plate and symmetry

plate and center plate of main error at
main body body. each point
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Checking
item

Method

2. Set up the setting

fixture of center
around center of
guide wings in front
and rear guide plate
as figure

. Get symmetry value

of out side of guide

wing for set
centerline with V
block and
straightedge at

locking guide wings
as figure.

. Get symmetry value

of roller of main
body and right & left
of guide section as
same above
procedure.

4 Accuracy of| 1. Move right & left

auto setting
Instrument
for tread of
main body

guide section with
push the auto
setting button of
tread.
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Figure Judgement

Within
5.0mm of
symmetry
error
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