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1. Scope of Application

KES Q-B266A

This standard is to specify the precision and calibration inspection of constant volume

sample of ventun type from our company.

2. Method of Inspection

The method of precision inspection is specified in table 1.

3. Guide on Interpretation

Guide on interpretation for precision inspection is specified in table 1.

4. Period of Calibration Inspection

The period of calibration Inspection is 6months

5. Record and After Management

Specified in KMS M030100(Precision Management Standard for Test and Inspection

Instrument).
No inspection
items

[

1 Appearance

Table1. Method of precision inspection

Inspection Method

1. Check out the burst of
sampling bag and possibility
of leakage by naked eye.

2. Check out the damage in

indicator scale by naked eye.

3. Check that the alarm lamp is
lighted by naked eve.

4. Check that the button of fill
bag and dump bag operate
normailly.

5. Check that the blower

operate normailly.
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Table1. Method of precision inspection(Continued)

No Ins;f :n‘igon Inspection Method Figure Equipment Insg;gt;on
2 Leakage 1. Pushing the button of fill bag No leakage
inspection and obstructing the entrance 10;
of sample, check that the flow 5
meter indicate zero point. .
0
3 Inspection 1. Preparation
of flow (1) Practice warming-up of cvs
computer for 1 hour.
(2) After measuring
atmospheric pressure, turn
the button to set value.
(3) After checking the recently
measured Q cal, turn the '
button to set value. Second clock
(4) Turn off the switch of
blower., zvéﬁ;rl,ﬁ

(9) Reset the flow counter.

(6) Pushing the leakage
switch, pull out the air in
sampling bag.

2. Measurement
(1) Pushing the button of fill
bag, fill the sampling bag
with air for 10-15 minutes.
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